
 

SayiT 2.0.0 / CueiT 3.3.x 

SayiT & CueiT Requirements 
 

Computer Specifications: 
• Operating System:  

▪ Windows 
✓ Minimum: Windows 10 
✓ Desired: Windows 11 
✓ License Versions: Pro or Higher 
✓ Visual C++ 2010, 2013 & 2015-2022 Redistributables 
✓ 64-bit only  

 
• Required Updates (Windows Only): 

▪ Microsoft Visual C++ 2010 Redistributable - 10.0.30319, x86 & x64  
▪ Microsoft Visual C++ 2013 Redistributable - 12.0.30501, x86 & x64  
▪ Microsoft Visual C++ 2015 Redistributable - 14.0.23026, x86 & x64 
▪ Microsoft Visual C++ 2015-2022 Redistributable - 14.38.33130, x64 

 
• Hard Drive: SSD 

▪ Minimum: 1.5 GB of free disk space. 
▪ Desired: 25 GB of free disk space 

 
• Graphics: OpenGL 3.0 or higher 

 

• RAM: 
▪ Minimum: 16GB 
▪ Recommended: 32GB 

 
• Processor:  

▪ Minimum: 8th-generation Core i7 quad-core 
▪ Desired: 10th-generation Core i7 or newer 

 
• Audio Interface: Input PCM 16bit 44.1kHz for Talent voice feed  

 
• Premier & Ross Licenses: Recommended HDMI, DVI, DisplayPort or VGA output (for Secondary 

monitor display output for dongle licenses.) 
 

 

We advise that the computer/s and all peripherals be sourced locally to receive warranty and support within 

the customer’s jurisdiction. 



 

SayiT 2.0.0 / CueiT 3.3.x 

 

Network Specifications: 
• Firewall Ports: 

▪ 4004 TCP 

▪ 4373 UDP 

▪ 4374 UDP 

▪ 4375 UDP 

▪ 4379 TCP 

▪ 4380 TCP 

▪ 4390 TCP 

▪ 4391 TCP 

▪ 4392 TCP 

 

• Bandwidth:  

▪ Minimum: 10 Mbps, (limit tested to no more than 6 CueTALK Devices) 

▪ Desired: 1Gbps or higher, (unlimited CueTalk devices) 

• Latency:  

▪ Maximum acceptable RTT: 150 ms 

▪ Desired RTT: below 20 ms 

 
* Performance on specific hardware will depend on precise system configuration and operating 

environments and should be tested before on-air use. 


